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ADDITIONAL EPOXY COATED OR GALVANIZED REINFORCEMENT IN TOP
OF SLAB NECESSARY TO MAKE BEAMS CONTINUOUS FOR LIVE LOAD
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. | FASCIA SIDE OF
b 6 6" - W2-93$W2-9J | CONTINUITY CONNECTION
Y { WIRE_MESH, 2" COV. SHALL FOLLOW THE
) A (PAID UNDER DECK ITEM). I CONTOUR OF THE BEAMS.
)
2" (TYP)
BOTH SIDES OF CONTINUITY
CONNECTION SHALL BE INTERIOR SIDE OF CONTINUITY
VERTICAL FROM THE BOTTOM. CONNECTION SHALL BE

VERTICAL FROM THE BOTTOM.

PARTIAL SECTION-BEAM CONNECTIONS FOR
CONTINUOUS SPANS AT PIERS
(I-BEAM SHOWN)

ADDITIONAL EPOXY COATED OR GALVANIZED REINFORCEMENT IN TOP
OF SLAB NECESSARY TO MAKE BEAMS CONTINUOUS FOR LIVE LOAD
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BOTH SIDES OF CONTINUITY

CONNECTION SHALL BE
VERTICAL FROM THE BOTTOM.
INTERIOR SIDE OF CONTINUITY
CONNECTION SHALL BE
VERTICAL FROM THE BOTTOM.

PARTIAL SECTION-BEAM CONNECTIONS FOR
CONTINUOUS SPANS AT PIERS
(PCEF/NEBT SHOWN)
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DESIGNER NOTE:
THERE ARE NO DIAPHRAGMS AT THE PIER

FOR BEAMS MADE CONTINUOUS FOR LIVE LOAD.

BD-PC21E

EXTEND FOUR INTERIOR BONDED
PRESTRESSED STRANDS IN THE
TOP OF THE BEAMS.

PRESTRESSED BEAM (TYP.)
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*8 BARS PLACED AS SHOWN./

INCLUDE THESE BARS

IN SLAB REINFORCEMENT ITEM.

(INTERIOR PCEF/NEBT SHOWN)

BRIDGE DECK SLAB

ADDITIONAL DESIGN REINFORCEMENT
NECESSARY TO MAKE BEAMS
CONTINUOUS FOR LIVE LOAD

3" COv.

#8 BARS PLACED AS SHOWN, ———

INCLUDE THESE BARS
IN SLAB REINFORCEMENT ITEM.

EXTEND ONE-HALF OF ALL
BONDED PRESTRESSED STRANDS
IN THE BOTTOM ROW (TYP.).
(ALTERNATE BETWEEN
OPPOSING BEAMS.)

10" MIN. PERPENDICULAR TO THE SKEW (TYP.)

EXTEND FOUR INTERIOR BONDED
PRESTRESSED STRANDS IN THE
TOP OF THE BEAMS.

10"
(TYP.)

NOTE:

STIRRUPS AND LONGITUDINAL
BEAM REINFORCEMENT

NOT SHOWN FOR CLARITY.

SIDE ELEVATION
(PCEF/NEBT SHOWN)

ENDS OF BEAMS SHALL BE
CLEANED AS PER THE REQUIREMENTS
OF SECTION 6.2.1 OF THE P.C.C.M.

~—— PRESTRESSED BEAM (TYP.)

EXTEND ONE-HALF OF ALL
BONDED PRESTRESSED STRANDS
IN THE BOTTOM ROW (TYP.).
(ALTERNATE BETWEEN
OPPOSING BEAMS.)

PIER

Department of Transportation
Office of Structures

REVISED i N: EWYORK
STATE OF
OPPORTUNITY.

PRESTRESSED CONCRETE
NEBT / PCEF / AASHTO I BEAMS
ERRATA CONTINUOUS FOR LIVE LOAD DETAILS

APPROVED: 02/17/17
ORIGINAL SIGNED BY ISSUED UNDER EB 17-010
RICHARD_MARCHIONE, P.E. |EFFECTIVE WITH THE
DEPUTY CHIEF ENGINEER |LETTING OF 09/01/17
(STRUCTURES)




